
 

 
Montageanleitung für Teleskope 

Artikelnummer: 300511 / 300512 
 
 
 
 
 

ACHTUNG! 
Wir empfehlen, die Montage von einem Fachbetrieb durchführen zu lassen! 
Lesen Sie sich vor Beginn der Montage diese Anleitung sorgfältig durch! 
Gehen Sie Schritt für Schritt vor! 
Halten Sie die Reihenfolge der einzelnen Schritte ein! 
Andernfalls kann es zu Beschädigungen am Gerät kommen! Bei unsachgemäßer 
Montage kann der zuständige Sachverständige die Abnahme des gesamten Spielgerätes verweigern. 
Wird das Spielgerät durch unsachgemäße Montage beschädigt, ist der Hersteller nicht haftbar. 
 
 

MONTAGE 300512 
1. Stellen Sie das Teleskop an den geplanten Platz und überprüfen Sie, dass das Teleskop nicht 

an benachbarte Geräteteile stößt 

2. Demontieren Sie die Grundplatte vom Teleskop 

3. Nutzen sie die Grundplatte als Schablone und bohren Sie die 4 Befestigungslöcher in Ihr 

Gerät. 

4. Befestigen Sie nun die Grundplatte an Ihrem Gerät und montieren Sie das Oberteil wieder an 

der Grundplatte 
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WARTUNG 
Die Wartung richtet sich nach der allgemeinen Wartungsanleitung der Fa. E. Beckmann 
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Installation instructions for cross members 
Reference: 300511 / 300512 

 

 

ATTENTION! 
We suggest that the installation is made by a professional playground 
equipment installer! 
Please read this manual carefully before you start the installation! 
Install the equipment step by step! 
Keep the correct order of the steps! 
Otherwise the equipment might be damaged! Improper installation may cause the rejection of the 
authorised expert of the whole play equipment. 
If the equipment is damaged by improper installation the manufacturer may reject the guarantee. 
 
 

INSTALLATION 300512 
1. Put the telescope on the place where it should be installed and check if telescope can move in 

all direction without any contact to your play structure 

2. Remove the ground plate from the telescope 

3. Use the ground plate as a gauge and drill the fixation holes in your structure 

4. Fix the ground plate to you structure and install the top part again 
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MAINTENANCE 
Maintenance has to be done acc. to the common maintenance guide  
provided by company E. Beckmann 
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